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Introduction
Motivation:
The main problem that this project will convert the angular movement to electricity. By building
this project, we can generate electricity by exercising on a stationary bike. The electricity
generated by the stationary bike will be capable of charging multiple electric devices at the same
time for no financial of money. In addition, this project will be interesting because it will raise
my experience and get lots of skills.
Function statement:
This part of project is to design and construct a drive system for a stationary bike that is able to
convert the angular movement to electricity. The structure will support and arrange the transfer
of mechanical power from the bicycle drive to the generator
Requirements:
These requirements are important to be in the project:
•
•
•
•
•
•
•
•

Must be able to hold the electric motor stable while operating (No deflection more than
0.1 in x, y, or z directions).
Must be installed without changing the structure of the bike (no more than 20cm).
Must not vibrate while operating (No more than 0.1 cm).
Must hold the electrical panel.
The battery must not deflect more than 0.1” under any operation.
The cost value of this project will be not more than $300.
Battery, its 12 V and it has about 3.2 pound.
Be able to charge small devices (laptop, cell phone, etc.)

Scope of Effort
The scope of this project is designing and constructing a system that can hold the generator,
battery, and other equipment while generating electricity.
The Success of the project
Success depends on the final performance of the system when it will be able to produce
electricity at certain speed and the mount not vibrate while working on the bike, so the electrical
devises can be charged.

Design and Analyses:
The stationary bike generator system will be working by generating electricity by
exercising on a stationary bike by the minimum amount of effort. After that, the
stationary bike to be capable of charging multiple electric devices at the same time will
generate the electricity. In order to generate electricity, an electric motor will be used and
a battery with convertor to AC.
Approach: Proposed solution:
1- For the stationary bike, there are two possible structure designs. The first one is that
using a beam to support the mount from down duo to the heavy weights of the motor
and battery. The sheave would be directly touched with the tire. The second design is
using a beam placed at the bottom of the bike connected to the mount from down and
a pivot for tensioning the belt to provide more friction force between the sheave and
the wheel of the bike, which will be located above the mount.
2- For the power source, will be used an electric motor and battery since they are small
size with high efficiency. (See figure 1).

Description (picture, sketch, rendering)

Figure 1: Electric motor
1- An electric motor, this devise will be working while pedaling to generate power to get
the battery charged. The motor should provide at least 0.88 amp’s current for
charging the battery. It’s about 8 pounds

2- Battery, its 12 V and it has about 3.2 pound. It will be connected as a parallel circuit
in order to deliver a constant voltage for all the electric devices in the system.

Figure 2: (Battery)

3- Mount: The job of this mount is to support the weight of an electric motor and
battery, which about 15 pounds. It will be adjustable for moving up and down. (See
figure 3).

Figure 3: Mount

Benchmark:
As for comparison, there are many stationary bikes system were made around the world.
This video that posted on YouTube has the same idea basically (see link below).
However, the goal of this senior project is to be more organized and compact to make it
looks good.

Figure 4: Similar design
Performance prediction:
By pedaling the stationary bike, the motor will generate voltage to charge the battery. The
equation ν=ωr where ν is the tangential velocity, ω is the angular velocity expressed here in
revolutions per minute (rpm), and r is the radius in inches. It will take 15 minutes to fully
charged the battery. The fully charged battery will be capable of charging several cell phones
and laptops for around 20 minutes.
The cost value of this project will be not more than $300 because almost all the parts will be
provided, such as electric motor, battery, convertor, and the bike itself.
The drive train and construction will take approximately 40 hours. Constructing parts which
including drawings and calculations will take about 20 hours. The left 20 hours will be spending
on the structure.

Description of Analyses:
The parameters of this project are the size of the sheaves. The sizes of the sheaves will be
chosen by determining the needed ratios. The motor needs to reach 2256RPM to be able to
charge the battery. After doing the calculations, the approximate minimum pedaling was
43.86RPM. Therefore, the sheave that is driven by the wheel should have a diameter of 3in. The

sheave that is attached on the motor`s shaft should have a diameter of .995in.
Scope of Testing and Evaluation:
The scope of testing and evaluation on this project will be figuring out if the motor will be able
to generate the power needed which is 14.08W to charge the battery. In addition, the 6-v dc
battery should be converted to 110 v to charge the devices.
Device Assembly
The mount is made of steel, so it can support heavy weights. The length of it is 5in and width
5in. The aluminum square tubes 1”x1” are going to be placed on the bottom of the beams and
mount.

Analysis:
In this project, the right ratios between the sheaves and the length of the belt are critical. The
right ratio between the sheaves will provide the RPM needed from the motor to be able to charge
the battery. The needed RPM is 2256RPM. 16V is needed to charge at 12V system.
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Methods and Construction:
Description:
The frame of the mount will be welded in the welding lab at CWU. This mount will be welded
with two beams from down to hold the shaft. There will be two slots on the two beams to hold
the shaft and two springs to hold the shaft from moving duo to tension of belt.
Parts List
View the full list of parts in Appendix C.

Drawing Tree:

Screws

Discussion of Assembly

It is important for the assembly that both systems structural and drive train to be assembled
within the design and the dimensions. The most critical part will be the pivot point because it
will provide the tension on the belt and the friction force between the wheel and the sheave.
Parts list
The parts for stationary bike system are the following:

Figure7: Parts list
As shown on the part table above the total cost is $263. Some of the parts will be purchase
online, and the others will be provided from CWU.
Manufacturing issues:
There are many ways could happen about manufacturing the mount. For example, the position of
the shaft will be hard to determine. Also, finding the right dimensions for the square tube while
welding it. Another issue is that vibration of the sheave while operating, so the mount should be
rigid to avoid this issue. Also, placing the motor on the proper place.

Testing Method
Introduction:
There are two tests going to be used in my part of the project (structural part). The first
test is to measure the deflection of the motor’s mount where in the requirement the
deflection must be less than 0.1 in. The second one is to determine the deflection of the
basic mount that hold the battery and the electric panel.
Method/Approach:
Test 1
The first method test is to measure the deflection of the motor’s mount. A dial indicator and
hanging scale will be used to do this test. First, the hanging scale will be attached to the

mount surface from back as well as the dial indicator. Next, the mount will be subjected to
loads, and the deflection will be recorded. The dial indicator values will also be recorded
before and after each test, to insure that no permanent deformation has occurred.
Test 2
Test 2 will test the overall deflection of the battery’s mount. This test will require a dial
indicator, steel blocks, and a hanging scale. First, the dial indicator will be placed below the
mount. Then, the mount will be subjected to 30-pound load, and the deflection will be
recorded with the dial indicator values.

Test procedure:
Motor’s mount test
Time: 2 hour
Place: Thermodynamics Lab
Procedure
1. Place the electric motor on the mount and tight it to make it fixed on place.
2. Put the belt on the sheave of the motor and tension it.
3. Start pedaling the bike at variable speeds (110rpm).
4. Start looking for any vibrations or misalignment.
5. Attach the hanging scale from inside the mount, so it can be ready to pull.
6. Attach the dial indicator on the mount and set the dial to zero.
7. Pull and Apply up to 50 pounds.
8. Record this value, release the tension and repeat two more times to find an
average.
The main safety concern here is breaking the mount while applying pounds
of force, and if the belt tensioned so hard to be cut.

Battery and electronics’ panel mount Test
Time: 1 hour
Place: Thermodynamics Lab
1. Below the mount, place the dial indicator pointing straight up
2. Adjust the dial indicator, and set the dial to zero.
3. Apply up to 30 pounds of force on the mount
4. Measure the deflection on the dial indicator.
5. Remove the force and record the final value of the dial indicator, to ensure
that no permanent deformation has occurred.
6. Repeat this process two more times and find an average value.

Deliverables
Test 1
The design requirements states that the deflection must be less than 0.1 in.
Experimental Data:
Force(lb)
2
3
4
5
7

Deflection(in)
0.01
0.02
0.02
0.023
0.028

Test 2
Experimental Data:
Force(lb)
8
15
20
25
30

Deflection(in)
0.01
0.03
0.05
0.06
0.12

Once the test is being made and everything works as planned, the final subproject will be
putting together, and it will be ready to work. In other cases of failure, a solution should
be planed a head to correct whatever needs to be corrected by changing the size of mount
or corrected the measurements of the beams.

Budget and Schedule
Proposed Budget:
The schedule for this project is constrained by the MET 495 course, and it is shown in Appendix
C. Most of the parts that are required to build this project well be provided duo to the previous
versions of this project. The rest of those parts are available on line on Amazon and Mc master
car, and ACE. In addition, some parts will be made in CWU labs. Other equipment that needs to
be purchased for the fabrication includes the tools necessary for this part.

Part suppliers and costs:
University recreation supplied the spinning bike. (See appendix C 1)

Figure 8: Budget

Estimate total project cost:
The estimated cost for this project will need is around $263. This price does not include some
parts that supplied from CWU.

Funding Sources:
Funding for this project will come from personal expenses and Saudi Arabia Culture Mission.
Schedule
Time plays a great role to success any project. This schedule is detailed in Appendix E, and it is
subjected to change to help organizing this project and ensure that it will be completed on time.
It points out the main tasks. The estimated time to complete the structure portion of this project is
56 hours.

Project Management:
Human Resource:
This project would not be completed without helping from the project partner Abdullah
Alsuhaim. He helped in brain storming and planning the project. In addition, Dr. Johnson,
prof. Pringle, and prof. Beardsley were a big help with answering questions regarding the
proposal.

Conclusion
The purpose of this project is to generate electricity by exercising on a stationary bike.
The electricity generated by the stationary bike will be capable of charging multiple electric
devices at the same time. For example, laptops and phones. This project is divided into three
major subprojects, which are structure the square mount, drive train, and charge electric devices.
The mount is going to be supported by a beam to hold the battery and motor, and this mount will
be in front of the bike’s tire, therefore this mount must be rigid while exercising. The drive train
will be designed by using a belt system. There will be a sheave that is driven by the wheel and
connected by using a belt with another sheave to be driven the shaft of the motor. After
assembling both parts structural and drive train, the whole system should be functional, so by
exercising on the bike the motor will rotate at certain speed so the battery will be charged. The
MET department here at CWU offers classes such as machining, welding, design, and statics.
These classes teach the necessary skills required to design and construct this project.
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